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FIRE HYDRANT ASSEMBLY
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6" MAX

5" CAM LOCK STORZ ADAPTER

BACK OF CURB

FACE OF CURB

PAVED ROAD

VARIABLE

VALVE BOX

ETHAFOAM

RESTRAINED JOINTS (TYPICAL)

6" GATE VALVE (FL X RJ)

LINE SIZE X 6" TEE

(MJ X MJ X FLG)

PROTECT WITH PLASTIC

SHEETING BETWEEN TEE

AND THRUST BLOCK

CONCRETE THRUST BLOCKING

AGAINST UNDISTURBED SOIL

6" DI (SEE NOTE 2)

DRAIN GRAVEL (9-03.12 (5))

WRAPPED WITH FILTER

FABRIC (9-33.2 (1) TABLE 3

GEOTEXTILE, NONWOVEN)

8" X 16" X 4"

CONCRETE BLOCK

CONCRETE

THRUST

BLOCKING

AGAINST

UNDISTURBED

NATIVE SOIL

NOTES:

1. WHERE FIRE HYDRANT IS SHOWN BEHIND SIDEWALK, SET CENTER OF HYDRANT 2 FEET BEHIND

WALK.

2. WHERE FIRE HYDRANT IS LOCATED WITHIN CONCRETE SIDEWALK, PROVIDE 4 REMOVABLE PANELS,

EACH MEASURING APPROXIMATELY 4 FEET X 4 FEET, CENTERED AROUND THE HYDRANT.

REMOVABLE PANELS SHALL HAVE FULL DEPTH 3/8 INCH EXPANSION JOINTS ON THE EDGES AND

SHALL BE INCORPORATED IN THE SIDEWALK DESIGN WHEREVER POSSIBLE.

3. FIRE HYDRANT LINE SIZE SHALL BE A MINIMUM OF 8 INCH DIAMETER IF LENGTH IS GREATER THAN

50 FEET.
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